
Hand Sanitizer Dispensing Station
ASSEMBLY INSTRUCTIONS

Base

Pole
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To secure base to column, place base on floor, line up 
threaded stud on base with threaded hole in pole. Screw 
the threaded hole of second pole section onto the stud in 
the top of the first section. Turn clockwise until tight.  

Parts Included
•  Base
•  Column 
•  Back Plate
  Tools Required
•  No tools required to assemble dispenser

Distributed by McKesson Medical-Surgical Inc.
Richmond, VA 23233
PVN A0421
Made in USA, China

INSTALLATION
Always mount dispensers securely prior to loading with product.
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Place hole in drip tray over stud from second pole section. 
Holding back plate upright, screw onto threaded stud. 
When attaching back plate, double check that drip tray is 
aligned with front of back plate as shown. Turn drip tray 
and back plate together for last few turns to tighten.

CARE AND CONSTRUCTION
Powder-Coated Steel

MATERIAL CHARACTERISTICS
Designed for Long-Term, Heavy-Duty Applications
Dispensers and stands made of powder-coated steel are both attractive and functional, providing years 
of service. Our powder-coated steel dispenser and stands provide long-lasting products that hold up 
well in tough environments. Powder-coated steel is ideal for dispensers used in a healthcare or an 
industrial setting. It is impact resistant and is not effected by extremes in temperature. 

CARE AND CLEANING 
The powder-coated finish resists common chemicals and cleaning agents and can be easily wiped 
clean with soap and water. 

 


